06/18/2002:\414126\Electrical\Web\dgn\signwi _e.DGN MbuthN

PLOT1

A-A

-

FSC AT
N

O‘A

O
<

€ 9 [ ()
)

i
ah-1]
F <

=

S—

METAL POST

»

DETAIL "B”

FUSED QUICK DISCONNECT —
V)" X ¥'" S.S. GROUND STUD
WITH S.S. NUT
UNFUSED QUICK DISCONNECT
[N NEUTRAL
#8 BONDING
—

DETAIL “C”

DETAIL

FUSED
a" X

uBn

(BACK OF SIGN SHOWN)

CONDUIT TO FLASHING
BEACON OR SIGN LIGHT
(TYP.)

INSTALL 18" METALLIC
FLEX AT HINGE (STEEL
POST) / NOTCH (WOOD POST)
SEE STANDARD PLAN G8

MOUNT DISCONNECT BOX
ON THIS SIDE OF THIS
POLE (SEE DETAIL)

QUICK DISCONNECT
¥ S.S. GROUND STUD

WITH S.S. NUT

UNFUSED QUICK DISCONNECT
IN NEUTRAL.

#8 BONDING JUMPER

MOUNT
ABOVE

END BUSHING (

BOTTOM OF DISCONNECT BOX 1° MAX.
LOWER BREAKAWAY HOLE.

INSULATED GROUNDED

2" X ¥" S.S. GROUND
STUD WITH S.S. NUT

#8 BONDING JUMPER\
) I

WATER TIGHT FITTING
<;TOP OF BOX

(

7

120-LB UNLOCKING STRENGTH

BLACK CABLE TIE

INSULATED GROUNDED
END BUSHING

#8 BONDING JUMPER

DETAIL "'B”

#8 BONDING JUMPER

HOLE TO BE 1~
LARGER THAN OUTSIDE

)
CONDUCTORS

REMOVE ALL SLACK
BEFORE INSTALLING
CABLE TIE

CONDUCTORS

BOTTOM OF BOX

Ve T0 Yy

(l/l6”>

2. MOUNT DISCONNECT BOX ON POST FARTHEST

2" X 3" S.S. GROUND
STUD WITH S.S. NUT

6" X 6" X 8"

NOTES:

1. SEE SIGNING PLAN SHEETS FOR NUMBER OF POSTS.
FROM

NEMA TIT JUNCTION BOX WITH

HINGED LID.

SEE DETAIL A,

STANDARD PLAN J-le

JUNCTION BOX
(SEE PLAN SHEET
TYPE AND SIZE)

ROADWAY

FOR

ROADWAY .

/4" THICK RUBBER GASKET

FIT TIGHTLY OVER CONDUIT AND
SEALED TO BOX WITH SILICONE.

SPACING OF “UNISTRUT”
SUPPORTS FOR SURFACE

MOUNTED CONDUIT
NOT EXCEED 5°

SHALL

METAL SUPPORT POST

UNISTRUT SECURED TO
POST WITH S.S. STRAP

(TYP.)

CONDUIT SECURED
POST WITH STRAP

Va" X ¥y S.S. GROUND —/
/

STUD WITH S.S.

#8 BONDING JUMPER

W0OOD SUPPORT PO

TO

NUT

ST

JUNCTION BOX
)

I
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w DETAIL ¢ DIAMETER OF CONDUIT  pETAIL “C” METAL POST WOOD POST
SIGN POST MOUNTED JUNCTION BOX DETAILS NOT TO SCALE
RECIONISTATE| FED.AID PROJ.NO, ENVIRONMENTAL AND ENGINEERING
SERVICE CENTER 6.30E

DESIGNED BY  WSDOT 10 |WASH A ENGLISH °
ENTERED BY WSDOT 11-15-00] CONDULET TO 18" METALLIC FLEX JH Washingion State
CHECKED BY WSDOT 7-9-99 |oulck FuSE/ BOND JUMPER/WTIGHT F1T | JH | JOB NUMBER . ~
PROJ. ENGR. 7-7-91 ADDED GASKET BK " Depurtment of TrqnsPO”a“on S::T
REGIONAL ADM. 4-12-95 | 3-6-97 UPDATED JUNCTION BOX | BK | CONTRACT NO.

DATE DATE REVISION BY SIGN POST MOUNTED JUNCTION BOX wers




